
                                                                

                                                                                                                                                                                            

S07B-F

Application Area
Rubber-sheathed cables S07B-F are intended for connection of electrical equipment in 
water and for medium mechanical stresses, e.g. submersible pumps, lowering of water 
level and booster plants. These cables are also suitable for use in drinking water, cooling 
water, surface water, rainwater. 
Cable Construction
Standart
Based on EN 50525-2-21
Conductor
Flexible Stranded Annealed Fine Copper CL5 , Acc. to  IEC 60228
Insulation 
Ethylene Propylene-Rubber,Ozone,water and weather resistance, insulation compound.
Colour
Blue

Technical Characteristics
Operating Voltage
450/750 V
Test Voltage 
2500 V
Temperature Range 
Fixed: -50 °C  / +90 °C
Conductor Resistance
0,3860 Ohm/km(max.)
Water Resistance
EN/IEC 50525-2-21
Min. Bending Radius 
Fixed: 5 x Cable Diameter, Flexible: 7 x Cable Diameter

Physical Characteristics
Cross-Section (mm²)                             Max.Resistanceof Con. at 20°C (ohm/km)                                      Overall Diameter (mm)                                              Weight(kg/km)

      1x50                                                          0,3860                                                                 17,80                                                       620




